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265:25-1-3. Incorporated national codes and standards  
     The following national codes and standards are incorporated by reference:

(1)    International Building Code and its appendices, 2006 Edition, with the following modifications:
(A)    Section 108.1 Fee Schedule: Add additional wording to read as follows: A fee for each plan 
examination, building permit, and inspection shall be paid in accordance with the following 
schedule:

(i)    Exemptions: the following entities are exempt from the fees associated with this section, 
except for archiving fees: Detention centers that require an inspection are exempt inspection 
fees and Fire Departments duly constituted and meeting the reporting requirements of the 
State Fire Marshal Agency.
(ii)    Building Plan Review:

(I)    Preliminary review (no permit issued) - $55.00
(II)    Review of plans submitted with an application for a building permit. Total permit 
fee is due at the time of submittal.

(iii)    Alteration, Renovation, Repair:
(I)    Minimum permit fee - $25.00
(II)    Rate per $1,000 of project evaluation - $2.20 
(III)    Demolition fee, first story, per square foot - $.05; additional stories, each - $5.00
(IV)    Required annual inspections, per building - $20.00

(iv)    New Construction: Permit fees include the cost of a 50% and 100% on- site inspection 
and occupancy permit. Additional on site inspection caused by failure to comply with 
applicable codes or deviation from approved plans will be billed at $27.00 per hour the actual 
cost to the agency.

(I)    Minimum permit fee - $25.00
(II)    Rates where total exceeds the minimum

a. warehouse buildings, canopies: per square foot up to 50,000 - $.08; per square 
foot over 50,000 - $.05
b. commercial occupancy: per square foot up to 50,000 - $.08; per square foot over 
50,000 - $.05
c. industrial buildings: per square foot up to 50,000 - $.05; per square foot over 
50,000 - $.02
d. sprinkler plan review only: per square foot - $.01
e. fire alarm plan review only: per square foot - $.01

(v)    Emergency Plan Review: Emergency request for short notice or emergency plan reviews 
will be billed at the actual cost of the employees involved in addition to other permit costs.
(vi)    Above Ground Fuel Storage:

(I)    Inspection and permit fee - $100.00
(vii)    Fireworks:

(I)    Class B Fireworks display permit - $75.00
(II)    Class C pyrotechnic display permit - $150.00

(viii)    Change of Use of Existing Building:
(I)    Analysis - $27.00 per hour

(ix)    Required Plan Review Fees: Fees may be waived or reduced due to plan review charges 
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by local authority.
(x)    Marinas:

(I)    On site plan review of facility will be billed at $27.00 per hour. Building Permit - 
$55.00

(xi)    Fast-Track plan review fee schedule:
(I)    Definition of Fast-Track Review; A plan review which disrupts normal plan review 
schedules, and requires review in 72 hours or less. Note: If plans cannot be reviewed in 
72 hours or less, notification will be given, but fee schedule still applies.
(II)    Check shall be made payable to: Office of the Oklahoma State Fire Marshal

a. Review time - $27.00 per hour
b. Two (2) hour minimum on all reviews.

(xii)    Electrical Generation Facility Plan Review:
(I)    Each turbine - $500.00
(II)    Each site inspected - $54.00
(III)    Fire Protection review justification - $500.00
(IV)Fire Protection Engineer review - 40 hours x $35.00 = $1,400.00

(xiii)    Explosive Storage Facility: Inspection and permit fee is a minimum o $108.00 per 
magazine.

(B)    Add new wording into paragraph "113.4 Violation penalties" Any person who shall violate a 
provision of this code or shall fail to comply with any of the requirements thereof or shall erect, 
construct, alter or repair a building or structure in violation of an approved plan or directive of the 
code official, or of a permit or certificate issued under the provisions of this code, shall be subject to 
an administrative fine as per State Statute 72 O.S., Section 324.9. The first repeat notice of violation 
or failure to provide a plan of correction a person may be subject to a warning, or a fine of $100.00. 
Second violation notice $150.00, third violation notice $200.00. Also, each day that a violation 
continues after due notice has been served shall be deemed a separate offense.
(C)    Add new paragraph 112.4 "Procedures for Appeal of Condemnation," Procedures to be 
followed when appealing condemnation shall be those outlines in 74 O.S. Subsection 317.
(D)    Add Section 101.4.8 NFPA 101 2006 edition. The provisions of the NFPA 101, 2003 edition 
shall only apply when the AHJ approves those provisions to be applicable. Where differences occur 
between provisions of this code and the NFPA, the apply most stringent code shall apply.

(2)    International Fire Prevention Code and its appendices, 2006 Edition, with the following modifications:
(A)    Add new wording to Section 109.3 to read as follows: Any person who shall violate a 
provision of this code or shall fail to comply with any of the requirements thereof or shall erect, 
construct, alter or repair a building or structure in violation of an approved plan or directive of the 
code official, or of a permit or certificate issued under the provisions of this code, shall be subject to 
an administrative citation per State Statute 72 O.S., Section 324.9. The first repeat notice of 
violation or failure to provide a plan of correction, a person may be subject to a warning, or a fine of 
$100.00. Second violation notice $150.00, third violation notice $200.00. Also, each day that a 
violation continues after due notice has been served shall be deemed a separate offense.
(B)    Section 111.4 adding new wording: Fine of not less than $50.00 or more than $200.00.
(C)    Delete Section 307. Follow Oklahoma Statute Title 2 relating to unlawful burning.
(D)    Add following to 102.7 NFPA 101 2006 Edition is allowed to use where approved by AHJ. 
Where differences occur between this code and NFPA 101, the most stringent code shall apply.

(3)    International Property Maintenance Code and its appendices, 2006 Edition.
(A)    Delete Section 106.3.
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(B)    Add new wording into Section 106.4 to read as follows: Any person who shall violate a 
provision of this code or shall fail to comply with any of the requirements thereof or shall erect, 
construct, alter or repair a building or structure in violation of an approved plan or directive of the 
code official, or of a permit or certificate issued under the provisions of this code, shall be subject to 
an administrative fine per State Statute 74 O.S., Section 324.9. The first repeat notice of violation or 
failure to provide a plan of correction, a person may be subject to a warning, or a fine of $100.00. 
Second violation continues after due notice has been served shall be deemed a separate offense.
(C)    Section 704 to read as follows: 704 Installation: All smoke detector installation shall comply 
with State Statute 74 O.S., Section 324.11A concerning installation of smoke detectors.

(4)    NFPA #10 Portable Fire Extinguishers and its annex's, 2007 Edition.
(5)    NFPA #13 Installation of Sprinkler Systems and its annex's, 2007 Edition.
(6)    NFPA #13D Installation of Sprinklers in One and Two-Family Dwellings and its annex's, 2007 Edition.
(7)    NFPA #13R Sprinkler Systems in Residential Occupancies up to and including Four Stories in Height 
and its annex's, 2007 Edition.
(8)    NFPA #25 Water-Based Fire Protection Systems and its annex's, 2002 Edition.
(9)    NFPA #30 Flammable and Combustible Liquids Code and its annex's, 2003 Edition.
(10)    NFPA #30A Motor Fuel Dispensing facilities and Repair Garages and its annex's, 2003 Edition.
(11)    NFPA #54 Natural Fuel Gas Code and its annex's, 2006 Edition.
(12)    NFPA #70 The National Electric Code and its annex's, 2005 Edition.
(13)    NFPA #72 National Fire Alarm Code and its annex's, 2007 Edition.
(14)    NFPA #90A Air Conditioning and Ventilating Systems and its annex's, 2002 Edition.
(15)    NFPA #96 Installation of Equipment for the Removal of Smoke & Grease-Laden Vapors from 
Commercial Cooking Equipment and its annex's, 2004 Edition.
(16)    NFPA #101 Life Safety Code and its annex's, 2006 Edition.
(17)    Add new section 1-7 Violation Penalties to read as follows: Any person who shall violate a provision 
of this code or shall fail to comply with any of the requirements thereof or shall erect, construct, alter or 
repair a building or structure in violation of an approved plan or directive of the code official, or of a permit 
or certificate issued under the provisions of this code shall be subject to an administrative citation per State 
Statute 74 O.S., Section 324.9. The first repeat notice of violation or failure to provide a plan of correction, a 
person may be subject to a warning or a fine of $100.00. Second violation notice $150.00, third violation 
notice $200.00. Also, each day that a violation continues after due notice has been served shall be deemed a 
separate offense. Failure to comply with applicable codes, causing a re-inspection, will be billed at $27.00 
per hour.
(18)    NFPA #303 Fire Protection Standard for Marinas and Boatyards and its annex's, 2006 Edition.
(19)    NFPA #850 Electric Generating Plants and High Voltage Direct Converter Stations and its annex's, 
2005 Edition.
(20)    NFPA #1123 Outdoor Display of Fireworks and its annex's, 2006 Edition.
(21)    NFPA #1124 Manufacturing, Transportation and Storage of Fireworks and its annex's, 2006 Edition.
(22)    NFPA #1126 Use of Pyrotechnics before a Proximate Audience and its annex's, 2006 Edition.

[Source: Amended at 11 Ok Reg 2231, eff 6-1-94; Amended at 11 Ok Reg 4335, eff 7-8-94 (emergency); Amended at 12 Ok Reg 2265, eff 7-15-
95; Amended at 14 Ok Reg 1743, eff 6-2-97; Amended at 16 Ok Reg 2443, eff 6-25-99; Amended at 17 Ok Reg 1172, eff 5-11-00; Amended at 18 
Ok Reg 3045, eff 7-12-01; Amended at 19 Ok Reg 2653, eff 7-11-02; Amended at 22 Ok Reg 16, eff 7-14-04 (emergency); Amended at 22 Ok 
Reg 1938, eff 6-25-05; Amended at 24 Ok Reg 1894, eff 7-1-07]
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GENERAL REQUIREMENTS

308.2 Owner. The owner of any structure shall be responsible
for extermination within the structure prior to renting or leas­
ing the structure.

308.3 Single occupant. The occupant of a one-family dwelling
or of a single-tenant nonresidential structure shall be responsi­
ble for extermination on the premises.

308.4 Multiple occupancy. The owner of a structure contain­
ing two or more dwelling units, a multiple occupancy, a room­
ing house or a nonresidential structure shall be responsible for
extermination in the public or shared areas of the structure and
exterior property. If infestation is caused by failure of an occu­
pant to prevent such infestation in the area occupied, the occu­
pant shall be responsible for extermination.

308.5 Occupant. The occupant of any structure shall be
responsible for the continued rodent and pest-free condition of
the structure.

Exception: Where the infestations are caused by defects in
the structure, the owner shall be responsible for extermina­
tion.

12 2006 INTERNATIONAL PROPERTY MAINTENANCE CODE®



r

CHAPTER 4

LIGHT, VENTILATION AND
OCCUPANCY LIMITATIONS

SECTION 401
GENERAL

401.1 Scope. The provisions of this chapter shall govern the
minimum conditions and standards for light, ventilation and
space for occupying a structure.

401.2 Responsibility. The owner of the structure shall provide
and maintain light, ventilation and space conditions in compli­
ance with these requirements. A person shall not occupy as
owner-occupant, or permit another person to occupy, any pre­
mises that do not comply with the requirements of this chapter.

401.3 Alternative devices. In lieu of the means for natural
light and ventilation herein prescribed, artificial light or
mechanical ventilation complying with the International
Building Code shall be permitted.

SECTION 402
LIGHT

402.1 Habitable spaces. Every habitable space shall have at
least one window of approved size facing directly to the out­
doors or to a court. The minimum total glazed area for every
habitable space shall be 8 percent of the floor area of such
room. Wherever walls or other portions of a structure face a
window of any room and such obstructions are located less
than 3 feet (914 rom) from the window and extend to a level
above that of the ceiling of the room, such window shall not be
deemed to face directly to the outdoors nor to a court and shall
not be included as contributing to the required minimum total
window area for the room.

Exception: Where natural light for rooms or spaces without
exterior glazing areas is provided through an adjoining
room, the unobstructed opening to the adjoining room shall
be at least 8 percent of the floor area of the interior room or
space, but not less than 25 square feet (2.33 m2). The exte­
rior glazing area shall be based on the total floor area being
served.

402.2 Common halls and stairways. Every common hall and
stairway in residential occupancies, other than in one- and two­
family dwellings, shall be lighted at all times with at least a 60­
watt standard incandescent light bulb for each 200 square feet
(19 m2) of floor area or equivalent illumination, provided that
the spacing between lights shall not be greater than 30 feet
(9144 rom). In other than residential occupancies, means of
egress, including exterior means of egress, stairways shall be
illuminated at all times the building space served by the means
of egress is occupied with a minimum of 1 footcandle (lllux)
at floors, landings and treads.

402.3 Other spaces. All other spaces shall be provided with
natural or artificial light sufficient to permit the maintenance of
sanitary conditions, and the safe occupancy of the space and
utilization of the appliances, equipment and fixtures.
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SECTION 403
VENTILATION

403.1 Habitable spaces. Every habitable space shall have at
least one openable window. The total openable area of the win­
dow in every room shall be equal to at least 45 percent of the
minimum glazed area required in Section 402.1.

Exception: Where rooms and spaces without openings to
the outdoors are ventilated through an adjoining room, the
unobstructed opening to the adjoining room shall be at least
8 percent of the floor area of the interior room or space, but
not less than 25 square feet (2.33 m2). The ventilation open­
ings to the outdoors shall be based on a total floor area being
ventilated.

403.2 Bathrooms and toilet rooms. Every bathroom and toi­
let room shall comply with the ventilation requirements for
habitable spaces as required by Section 403.1, except that a
window shall not be required in such spaces equipped with a
mechanical ventilation system. Air exhausted by a mechanical
ventilation system from a bathroom or toilet room shall dis­
charge to the outdoors and shall not be recirculated.

403.3 Cooking facilities. Unless approved through the certifi­
cate of occupancy, cooking shall not be permitted in any room­
ing unit or dormitory unit, and a cooking facility or appliance
shall not be permitted to be present in the rooming unit or dor­
mitory unit.

Exceptions:

1. Where specifically approved in writing by the code
official.

2. Devices such as coffee pots and microwave ovens I
shall not be considered cooking appliances.

403.4 Process ventilation. Where injurious, toxic, irritating or
noxious fumes, gases, dusts or mists are generated, a local
exhaust ventilation system shall be provided to remove the con­
taminating agent at the source. Air shall be exhausted to the
exterior and not be recirculated to any space.

403.5 Clothes dryer exhaust. Clothes dryer exhaust systems
shall be independent ofall other systems and shall be exhausted
in accordance with the manufacturer's instructions.

SECTION 404
OCCUPANCY LIMITATIONS

404.1 Privacy. Dwelling units, hotel units, housekeeping units,
rooming units and dormitory units shall be arranged to provide
privacy and be separate from other adjoining spaces.

404.2 Minimum room widths. A habitable room, other than a
kitchen, shall not be less than 7 feet (2134 rom) in any plan
dimension. Kitchens shall have a clear passageway of not less
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LIGHT, VENTILATION AND OCCUPANCY LIMITATIONS

than 3 feet (914 nun) between counterfronts and appliances or
counterfronts and walls.

404.3 Minimum ceiling heights. Habitable spaces, hallways,
corridors, laundry areas, bathrooms, toilet rooms and habitable
basement areas shall have a clear ceiling height of not less than
7 feet (2134 nun).

Exceptions:

1. In one- and two-family dwellings, beams or girders
spaced not less than 4 feet (1219 nun) on center and
projecting not more than 6 inches (152 nun) below the
required ceiling height.

2. Basement rooms in one- and two-family dwellings
occupied exclusively for laundry, study or recreation
purposes, having a ceiling height of not less than 6
feet 8 inches (2033 nun) with not less than 6 feet 4
inches (1932 nun) of clear height under beams, gird­
ers, ducts and similar obstructions.

3. Rooms occupied exclusively for sleeping, study or
similar purposes and having a sloped ceiling over all
or part of the room, with a clear ceiling height of at
least 7 feet (2134 nun) over not less than one-third of
the required minimum floor area. In calculating the
floor area of such rooms, only those portions of the
floor area with a clear ceiling height of 5 feet (1524
nun) or more shall be included.

404.4 Bedroom and living room requirements. Every bed­
room and living room shall comply with the requirements of
Sections 404.4.1 through 404.4.5.

404.4.1 Room area. Every living room shall contain at
least 120 square feet (11.2 m2) and every bedroom shall con­
tain at least 70 square feet (6.5 m2).

404.4.2 Access from bedrooms. Bedrooms shall not con~
stitute the only means of access to other bedrooms or habit­
able spaces and shall not serve as the only means of egress
from other habitable spaces.

Exception: Units that contain fewer than two bedrooms.

404.4.3 Water closet accessibility. Every bedroom shall
have access to at least one water closet and one lavatory
without passing through another bedroom. Every bedroom
in a dwelling unit shall have access to at least one water
closet and lavatory located in the same story as the bedroom
or an adjacent story.

404.4.4 Prohibited occupancy. Kitchens and nonhabitable
spaces shall not be used for sleeping purposes.

404.4.5 Other requirements. Bedrooms shall comply with
the applicable provisions of this code including, but not lim­
ited to, the light, ventilation, room area, ceiling height and
room width requirements of this chapter; the plumbing
facilities and water-heating facilities requirements ofChap­
ter 5; the heating facilities and electrical receptacle require­
ments of Chapter 6; and the smoke detector and emergency
escape requirements of Chapter 7.

I 404.5 Overcrowding. The number of persons occupying a
dwelling unit shall not create conditions that, in the opinion of
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the code official, endanger the life, health, safety or welfare of I
the occupants. •404.6 Efficiency unit. Nothing in this section shall prohibit an
efficiency living unit from meeting the following require­
ments:

1. A unit occupied by not more than two occupants shall
have a clear floor area qf not less than 220 square feet
(20.4 m2). A unit occupied by three occupants shall have
a clear floor area of not less than 320 square feet (29.7
m2). These required areas shall be exclusive of the areas
required by Items 2 and 3.

2. the unit shall be provided with a kitchen sink, cooking
appliance and refrigeration facilities, each having a clear
working space of not less than 30 inches (762 nun) in
front. Light and ventilation conforming to this code shall
be provided.

3. The unit shall be provided with a separate bathroom con­
taininga water closet, lavatory and bathtub or shower.

4. The maximum number of occupants shall be three.

404.7 Food preparation. All spaces to be occupied for food
preparation purposes shall contain suitable space and equip­
ment to store, prepare and serve foods in a sanitary manner.
There shall be adequate facilities and services for the sanitary
disposal of food wastes and refuse; including facilities for tem­
porary storage.
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CHAPTER 5

PLUMBING FACILITIES AND
FIXTURE REQUIREMENTS

SECTION 501
GENERAL

501.1 Scope. The provisions of this chapter shall govern the
minimum plumbing systems, facilities and plumbing fixtures
to be provided.

501.2 Responsibility. The owner of the structure shall provide
and maintain such plumbing facilities and plumbing fixtures in
compliance with these requirements. A person shall not occupy
as owner-occupant or permit another person to occupy any
structure or premises which does not comply with the requite­
ments of this chapter.

[P] SECTION 502
REQUIRED FACILITIES

502.1 Dwelling units. Every dwelling unit shall contain its
own bathtub or shower, lavatory, water closet and kitchen sirtk
which shall be maintained in a sanitary, safe working condi­
tion. The lavatory shall be placed in the same room as the water
closet or located in close proximity to the door leading directly
into the room in which such water closet is located. A kitchen
sirtk shall not be used as a substitute for the required lavatory.

502.2 Rooming houses. At least one Water closet, lavatory and
bathtub or shower shall be supplied for each four rooming
units.

502.3Iiotels. Where private water closets, lavatories and baths
are not provided, one water closet, one lavatory and one bath­
tub Or shower having access froin a public hallway shall be pro­
vided for each ten occupants.

502.4 Employees' facilities. A minimum of one water closet;
one lavatory and one drinking facility shall be available to
employees.

502.4.1 Drinking facilities. Drinking facilities shall be a
drinking fountain, Water cooler, bottled water cooler or dis"'­
posable cups next to a sirtk or water dispenser. Drinking
facilities shall not be located in toilet roomS or bathrooms.

[P] SECTION 503
TOILET ROOMS

503.1 Privacy. Toilet rooms and bathrooms shall provide pri­
vacy and shall not constitute the only passageway to a hall or
other space, or to the exterior. A door and interior locking
device shall be provided for all common or shared bathrooms
and toilet rooms in a multiple dwelling.

503.2 Location. Toilet rooms and bathrooms serving hotel
units, rooming units or dormitory units or housekeeping units,
shall have access by traversing not more than one flight of stairs
and shall have access from a common hall or passageway.
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503.3 Location of employee toilet facilities. Toilet facilities
shall have access from within the employees' working area.
The reqUired toilet facilities shallbe located not more than one
story above or below the employees' working area and the path
of travel to such facilities shall not exceed a distance of500 feet
(152 m). Employee facilities shall either be separate facilities
or combined employee and pUblic facilities.

Exception: Faci~ities that are required for employees in
storage structures or kiosks, which are located in adjacent
structures undei the same ownership, lease or control, shall
not exceed a travel distance of 500 feet (152 m) from the
employees' regular working area to the facilities. .

503.4 Floor surface. In other than dwelling units, every toilet
room floor shall be maintained to .be a smooth, hard,
nonabsorbent surface to permit such floor to be easily kept in a
clean an<,l sanitary condition.

[P] SECTION 504
PLUMBING SYSTEMS AND FIXTURES

504.1 General. All plumbing fixtures shall be properly
installed and maintained in working order, and shall be kept
free from obstructions, leaks and defects and be capable ofper­
forming the function for which such plumbing fixtures are
designed. All piumbing fixtures shall be maintained in a safe,
sanitary and functional condition.

S04.2 Fixture clearances. Plumbing fixtures shall· hav~ ade­
quate clearances for usage and cleaning.

504.3 Plumbing system hazards. Where it is found that a
plumbing system in a structure constitutes a hazard to the occu­
pants or the structure by reason of inadequate service, inade­
quate venting, cross connection, backsiphonage, improper
installation, deterioration or damage or for similar reasons, the
code official shall requite the defects to be corrected to elimi­
nate the hazard.

SECTION 505
WATER SYSTEM

505.1 General. Every sink, lavatory, bathtub or shower, drink­
ing fountain; water closet or other plumbing fixture shall be
properly connected to either a public water system or to an
approved private water system. All kitchen sinks, lavatories,
laundry facilities, bathtubs and showers shall be supplied with
hot or tempered and cold running water in accordance with the
International Plumbing Code.

[P] 505.2 Contamination. The water supply shall be main­
tained free from contamination, and all water inlets for plumb­
ing fixtures shall be located above the flood-level rim of the
fixture. Shampoo basin faucets, janitor sink faucets and other
hose bibs or faucets to which hoses are attached and left in
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place, shall be protected by an approved atmospheric-type vac­
uum breaker or an approved permanently attached hose con­
nection vacuum breaker.

505.3 Supply. The water supply system shall be installed and
maintained to provide a supply of water to plumbing fixtures,
devices and appurtenances in sufficient volume and at pres­
sures adequate to enable the fixtures to function properly,
safely, and free from defects and leaks.

505.4 Water heating facilities. Water heating facilities shall
be properly installed, maintained and capable of providing an
adequate amount of water to be drawn at every required sink,
lavatory, bathtub, shower and laundry facility at a temperature
ofnot less than 11oop (43°C). A gas-burning water heater shall
not be located in any bathroom, toilet room, bedroom or other
occupied room normally kept closed, unless adequate combus­
tion air is provided. An approved combination temperature and
pressure-relief valve and relief valve discharge pipe shall be
properly installed and maintained on water heaters.

[P] SECTION 506
SANITARY DRAINAGE SYSTEM .

506.1 General. All plumbing fixtures shall be properly con­
nected to either a public sewer system or to an approved private
sewage disposal system.

506.2 Maintenance. Every plumbing stack, vent, waste and
sewer line shall function properly and be kept free from
obstructions, leaks and defects.

[P] SECTION 507
STORM DRAINAGE

507.1 General. Drainage of roofs and paved areas, yards and
courts, and other open areas on the premises shall not be dis­
charged in a manner that creates a public nuisance.
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CHAPTER 6

MECHANICAL AND ELECTRICAL REQUIREMENTS

SECTION 601
GENERAL

601.1 Scope. The provisions of this chapter shall govern the
minimum mechanical and electrical facilities and equipment to
be provided.

601.2 Responsibility. The owner of the structure shall provide
and maintain mechanical and electrical facilities and equip­
ment in compliance with these requirements. A person shall
not occupy as owner-occupant or permit another person to
occupy any premises which does not comply with the require­
ments of this chapter.

SECTION 602
HEATING FACILITIES

602.1 Facilities required. Heating facilities shall be provided
in structures as required by this section.

602.2 Residential occupancies. Dwellings shall be provided
with heating facilities capable of maintaining a room tempera­
ture of68°F (20°C) in all habitable rooms, bathrooms and toilet
rooms based on the winter outdoor design temperature for the
locality indicated in Appendix D of the International Plumbing
Code. Cooking appliances shall not be used to provide space
heating to meet the requirements of this section.

Exception: In areas where the average monthly tempera­
ture is above 30°F (-1°C), a minimum temperature of 65°F
(18°C) shall be maintained.

602.3 Heat supply. Every owner and operator of any building
who rents, leases or lets one or more dwelling units or sleeping
units on terms, either expressed or implied, to furnish heat to
the occupants thereof shall supply heat during the period from
[DATE] to [DATE] to maintain a temperature ofnot less than 68°F
(20°C) in all habitable rooms, bathrooms, and toilet rooms.

Exceptions:

1. When the outdoor temperature is below the winter
outdoor design temperature for the locality, mainte­
nance of the minimum room temperature shall not be
required provided that the heating system is operating
at its full design capacity. The winter outdoor design
temperature for the locality shall be as indicated in
Appendix D of the International Plumbing Code.

2. In areas where the average monthly temperature is
above 300 P (-1°C) a minimum temperature of 65°F
(18°C) shall be maintained.

602.4 Occupiable work spaces. Indoor occupiable work
spaces shall be supplied with heat during the period from
[DATE] to [DATE] to maintain a temperature ofnot less than 65°F
(l8°C) during the period the spaces are occupied.
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Exceptions:

1. Processing, storage and operation areas that require
cooling or special temperature conditions.

2. Areas in which persons are primarily engaged in vig-
orous physical activities.

602.5 Room temperature measurement. The required room
temperatures shall be measured 3 feet (914 rom) above the
floor near the center of the room and 2 feet (610 rom) inward
from the center of each exterior wall.

SECTION 603
MECHANICAL EQUIPMENT

603.1 Mechanical appliances. All mechanical appliances,
fIreplaces, solid fuel-burning appliances, cooking appliances
and water heating appliances shall be properly installed and
maintained in a safe working condition, and shall be capable of
performing the intended function.

603.2 Removal of combustion products. All fuel-burning
equipment and appliances shall be connected to an approved
chimney or vent.

Exception: Fuel-burning equipment and appliances which
are labeled for unvented operation.

603.3 Clearances. All required clearances to combustible
materials shall be maintained.

603.4 Safety controls. All safety controls for fuel-burning
equipment shall be maintained in effective operation.

603.5 Combustion air. A supply of air for complete combus­
tion of the fuel and for ventilation of the space containing the
fuel-burning equipment shall be provided for the fuel-burning
equipment.

603.6 Energy conservation devices. Devices intended to
reduce fuel consumption by attachment to a fuel-burning appli­
ance, to the fuel supply line thereto, or to the vent outlet or vent
piping therefrom, shall not be installed unless labeled for such
purpose and the installation is specifically approved.

SECTION 604
ELECTRICAL FACILITIES

604.1 Facilities required. Every occupied building shall be
provided with an electrical system in compliance with the
requirements of this section and Section 605.

604.2 Service. The size and usage of appliances and equipment
shall serve as a basis for determining the need for additional
facilities in accordance with the ICC Electrical Code. Dwelling
units shall be served by a three-wire, 1201240 volt, single-
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phase electrical service having a rating of not less than 60
amperes.

604.3 Electrical system' hazards. Where it is' found that the
electrical system in a structure constitutes a hazard to the occu­
pants or the structure by reason of inadequate service,
improper fusing, insufficient receptacle and lighting outlets,
improper wiring or installation, deterioration or damage, or for
similar reasons, the code official shall require the defects to be
corrected to eliminate the hazard;

SECTION 605
ELECTRICAL EQUIPMENT

605.1 Installation. Allelectrical equipment, wiring and appli­
ances shall be properly installed and maintained in a safe and
approved manner.

605.2 Receptacles. Every habitable space in a dwelling shall
contain at least two separate' and· remote receptacle outlets.
Every laundry area shall contain at least one grounded-type
receptacle or a receptacle with a. ground fault circuit inter­
rupter. Every.bathroom shall contain at least one receptacle.
Any new bathroom receptacle outlet shall have ground fault
circuit interrupter protection.

I 605.3 Luminaires. Every public ·hall; interior stairway, toilet
room, kitchen, bathroom, laundry room, boiler room ,and fur­

I mice room shall contain at least one electric IUminaire.

SECTION 606
ELEVATORS, E:SCALATORSAND DUMBWAITERS

606.1.General. Elevators; dumbwaiters and escalators shall be
I maintained in compliance with ASME AI7.!. The most cur-

• rent certification of inspection shall be on display at all times
within the elevator or attached to the escalator or dumbwaiter,
or the certificate shall be available for public inspection in the

I
office of the building operator. The inspection and tests shall be
performed at not less than the periodical intervals •listed in
ASME AI7.I, Appendix N, except where otherwise specified
by the authority having jurisdiction.

606.2 Elevators. In buildings equipped with passenger eleva­
tors, at least one elevator shall be maintained in operation atall
times when the building is occupied.

Exception: Buildings equipped with only one elevator shall
be permitted to have the elevator temporarily out of service
for testing or servicing.

SECTION 607
DUCT SYSTEMS

607.1 General. Duct systems shall be maintained free of
obstructions and shall be capable of performing the required
fpnction.
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CHAPTER 7

FIRE SAFETY REQUIREMENTS

SECTION 701
GENERAL

701~1 Scope. The provisions of this chapter shall govern the
minimum conditions and standards for fire safety relating to
structures and exterior premises, including fire safety fa,cilities
and equipment to be provided.

701.2 Responsibility. The owner of the premises shall provide
and mainta,in such fire safety facilities and equipment in com~

pliance with these requirements, A person shall not occupy as
owner-occupant or permit another person to occupy any pre­
mises that do not comply with the requirements of this chapter.

[F] SECTION 702
MEANS OF EGRESS

702.1 General. A safe, continuous and unobstructed path of
travel shall be provided from any point in a building or structure
to the public way. Means of egress shall comply with the Inter­
national Fire Code.

702.2 Aisles. The required width of aisles in accordance with
the Intern(ltional Fire Code shall be unobstructed.

702.3 Locked doors. All means ofegress doors shall be readily
openable from the side from which egress is to be made without
the need for keys, special knowledge or effort, except where the
door hardware conforms to that permitted by the International
Building Code.

702.4 Emergency escape openings. Required emergency
escape openings shall be maintained in accordance with the
code in effect at the time of construction, and the fOllowing.
Required emergency escape and rescue openings shall be oper­
ational from the inside of the room without the use of keys or
tools, Bars, grilles, grates or similar devices are permitted to be
placed over 'emergency esc&pe and rescue-. openings provided
the minimum net cle&!' opening size complies with the code that
wa.s in effect at the time of construction and such devices shall
be releasable or removable from the inside without the use of a
key, tool or force greater than that which is required for normal
operation of the escape and rescue opening.

[F] SECTION 703
FIRE-RESISTANCE RATINGS

703.1 Fire·resjstance..rated assembljes. The required fire.,
resistance rating of fire-resistance,..rated walls, fire stops, shaft
enclosures, partitions and floors shall be maintained.

703.2 Opening protectives. Required opening protectives
shall be maintained in an operative condition. All fire and
smokestop doors shall be maintained in operable condition.

2006 INTERNATIONAL PROPERTY MAINTENANCE CODE~

Fire doors and smoke barrier doors shall not be blocked or
obstructed or otherwise made inoperable.

[F] SECTION 704
FIRE PROTECTION SYSTEMS

704.1 General. All systems, devices and equipment to detect a
fire, actuate an alarm, or suppress or control a fire or any com­
bination thereof shall be maintained in an operable condition at
all times in accordance with the International Fire Code.

704.2 Smoke alarms. Single or multiple-station smoke alarms
shall be installed and maintained in Groups R-Z, R-3, R-4 and
in dwellings not regulated in Group R occupancies, regardless
of occupant load at all of the following locations:

1. On the ceiling or wall outside of each separate sleeping
area in the immediate vicinity of bedrooms.

2, In each room used for sleeping purposes.

3. In each story within a dwelling unit, including basements
and cellars but not including crawl spa,ces and uninhabit­
able attics. In dwellings or dwelling units with split lev­
els and without an intervening door between the adjacent
levels, a smoke alarm installed on the upper level shall
suffice for the adjacent lower level provided that the
lower level is less than one full story below the upper
level.

Single or multiple-station smoke alarms shall be installed in
other groups in accordance with the International Fire Code.

704.3 Power source. In Group R occupancies and in dwellings
not regulated a,s Group R occupancies, single.,station smoke
alarms shall receive their primary power from the building wir­
ing provided that such wiring is served from a commercial
source and shall be equipped with a battery backup, Smoke
&larms shall emit a signal when the batteries are low. Wiring
shall be permanent and without a disconnecting switch other
than as required for overcurrent protection.

Exception: Smoke alarms are permitted to be solely battery
operated in buildings where no construction is taking place,
buildings that are not served from a commercial power
source and in existing areas of buildings undergoing alter­
ations or repairs that do not result in the removal of interior
wall or ceiling finishes exposing the structure, unless there
is an attic, crawl space or basement available which could
provide access for building wiring without the removal of
interior finishes.

704.4 Interconnection. Where more than one smoke alarm is
required to be installed within an individual dwelling unit in
Group R-2, R-3, R-4 and in dwellings not regulated as Group R
occupancies, the smoke alarms shall be interconnected in such
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a manner that the activation of one alarm will activate all of the
alarms in the individual unit. The alarm shall be clearly audible
in all bedrooms over background noise levels with all interven-
ing doors closed. .

Exceptions:

1. Interconnection is not required in buildings which are
not undergoing alterations, repairs, or construction of
any kind.

2. Smoke alarms in existing areas are not required to be
interconnected where alterations or repairs do not result
in the removal of interior wall or ceiling finishes expos­
ing the structure, unless there is an attic, crawlspace or
basement available which could provide access for inter­
connection without the removal of interior finishes.
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CHAPTER 8

REFERENCED STANDARDS

This chapter lists the standards that are referenced in various sections of this document. The standards are listed herein by the pro­
mulgating agency of the standard, the standard identification, the effective date and title and the section or sections of this document
that reference the standard. The application of the referenced standards shall be as specified in Section 102.7.

ASME
Standard
reference
number

A17.l-2004

ASTM
Standard
reference
number
F1346-9l (2003)

ICC
Standard
reference
number
ICC EC-06

IBC-06

IFC-06

IFGC-06
IMC-06
IPC-06
IZC-06

American Society of Mechanical Engineers
Three Park Avenue
New York, NY 10016-5990

Referenced
in code

Title section number

Safety Code for Elevators and Escalators with A17.1a - 2005 Addenda and A17.15 Supplement 2005 606.1

ASTM International
100 Barr Harbor Drive
West Conshohocken, PA 19428-2959

Referenced
in code

Title section number
Perfonnance Specifications for Safety Covers and Labeling Requirements for All Covers

for Swimming Pools, Spas and Hot Tubs 303.2

International Code Council
500 New Jersey Avenue, NW
6th Floor
Washington, D.C. 20001

Referenced
in code

Title section number
ICC Electrical Code® - Administrative Provisions 201.3,604.2
International Building Code® 102.3, 201.3,401.3,702.3

International Fire Code® 201.3,702.1, 702.2, 704.1, 704.2

International Fuel Gas Code® .102.3

International Mechanical Code® .102.3,201.3
International Plumbing Code® 201.3,505.1,602.2,602.3
International Zoning Code® 102.3,201.3
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INDEX

A
ACCEPTED ENGINEERING METHODS 104.2
ACCESS

Egress 702
From bedrooms 404.4.2
Plumbing fixtures, access for cleaning 504.2
To public way 702.1
Toilet room as passageway 503.1
Water closet 404.4.3

ADJACENT
Privacy (hotel units, rooming units) 404.1

ADMINISTRATION
Scope 101.2

AGENT (See also OPERATOR) 202
(See OWNER)

AIR
Combustion air 603.5

AISLES
Minimum width 702.2

ALTERATION
Applicability of other codes 102.3
Condemnation 108.1, 108.2
Inspection 104.3
Prosecution 106.3
Unlawful acts 106.1

ANCHOR
Architectural trim 304.8
Signs, marquees and awnings 304.9

APPEAL
Application 111 .1
Board decision 111.6
Board of appeals 111.2
Court review 111.7
Disqualification. , 111.2.3
Financial interest 111.2.3
Hearing, emergency orders ' 109.6
Membership 111 .2
Notice of appeal 111 .1
Postponed hearing 111.5
Records 104.7
Right to appeal 111.1
Vote '.' 111.6

APPLIANCE
Cooking 403.3, 602.2

" Heating 602.2, 603.1
Mechanical , 603.1

APPLICATION
Other codes 102.3

APPROVAL
Alternatives 105.2
Authority 104.1, 105.2
Modifications 105.1

APPROVED
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Alternative materials, methods and
equipment " 105.2

Definition 202
Energy conservation devices 603.6
Fireplaces 603.1
Garbage storage facilities 307.3.1
Modifications 105.1
Used materials and equipment. 105.4

ARCHITECTURAL "
Structural members 304.4
Trim 304.8

ARTIFICIAL
Lighting of habitable rooms 401.3
Lighting of other spaces 402.3

AUTOMOBILE
Motor vehicles 302.8

AWNING
Signs, marquees and awnings " 304.9

B
BALCONY

Handrails and guardrails. . . . . . . . . . . . . . . 306.1
BASEMENT

Definition 202
Hatchways ".. 304.16
Windows 304.17

BATHROOM
Common bathrooms 502.3, 503.1
Hotels ; 502.3
Lighting " 605.3
Locks.......•.......................503.1
Outlets required " 605.2
Privacy 503.1
Ventilation , " 403.2

BATHTUB
Required facilities , 502.1
Rooming houses 502.2
Sewage system -.. 506.1
Water heating facilities ~ 505.4
Water system 505.1

BEDROOM
Room area 404.4.1

BOILER .
Unsafe equipment 108.1.2

c
CAPACITY

Heating facilities 602.2, 602.3, 602.4
CAR (See AUTOMOBILE)
CEILING

Basement rooms , 404.3
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INDEX

Fire-resistance ratings 703.1 .
Interior surfaces 305.3
Minimum height 404.3

CHANGE, MODIFY
Application of other codes 102.3

CHIMNEY
Exterior structure 304.11
Fireplaces 603.1
Flue 603.2, 603.3

CLEANING
Access for cleaning 504.2
Bathroom and kitchen floors 305.3, 503.4
Disposal of garbage 307.3
Disposal of rubbish 307.2
Interior sanitation 307.1
Interior surfaces 305.3
Plumbing facilities, maintained 504.1
Required plumbing facilities 502
Responsibility of persons 305.1
Trash containers 307.3.2
Vacant structures and land 301.3

CLEARANCE
Heating facilities 603.3
Plumbing fixtures 504.2

CLOSING
Streets , .. 109.3
Vacant structures 108.2

CLOTHES DRYER
Exhaust 403.5

CODE OFFICIAL
Condemnation 108.1
Demolition 110
Duties 104
Emergency order 109
Enforcement authority " .. 104.1
Failure to comply with demolition order 110.3
Identification 104.5
Inspections 104.3
Liability, relief of personal 103.4
Membership of board of appeals 111.2
Notice of violation 104.6, 107
Notices and orders 107
Official records 104.7
Personal liability 103.4
Placarding ~ 108.4
Prosecution 106.3
Removal of placard 108.4.1
Right of entry 104.4
Rule-making authority 104.2
Transfer of ownership 107.5
Vacant structures 108.2
Voting of appeals board 111.2, 111.6

COLDWATER
Drinking 502.4
Required facilities 502
Rooming houses 502.2
Water system 505

COMBUSTION
Combustion air 603.5
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CONDEMNATION
Closing of vacant structures 108.2
Failure to comply 110.3
General 108.1
Notices and orders 108.2, 108.3
Placarding 108.4
Removal of placard 108.4.1

CONFLICT
Conflict of interest 111.2.3
Violations 106.1

CONNECTION
Plumbing fixtures , 504.1
Sewage system 506.1
Water heating 505.4
Water system 505.1

CONSTRUCTION
Existing structures 101.2

CONTAINER
Garbage 307.3.2
Rubbish storage 307.2.1

CONTINUOUS
Egress 702.1

CONTRACTOR
Conflict of interest 111.2.3

CONTROL
Insect and rodent control 302.5,304.5
Safety controls 603.4

COOLING
Cooling towers 304.11

CORRIDOR
Accumulation of rubbish 307.1
Light 402.2
Lighting fixtures 605.3
Ratings maintained 703
Toilet rooms, access 503.1

D
DAMP, DAMPNESS

Roofs ; 304.7
Window, door frames 304.13

DANGEROUS, HAZARDOUS
Condemnation 108.1
Demolition 110
Electrical hazards 604.3
Elevators 606.1
Existing remedies 102.4
Fire safety 701.1
Heating facilities 602,603.1
Imminent danger 202
Unsafe structures and equipment 108

DECKS
Handrails and guardrails 304.12
Maintenance 304.2, 304.10

DECORATION
Exterior structure 304.8

DEMOLITION
Existing remedies 102.4
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Failure to comply 110.3
General 110
Order 110.2
Salvage materials 110.4
Violations 110.3

DETECTORS
Smoke 704

DETERIORATION
Exterior walls 304.6

DIRECT
Egress 702.1

DISPOSAL
Disposal of garbage 307.3
Disposal of rubbish 307.2

DOOR
Exit doors 702.3
Fire 703.2
Hardware 304.15
Insect screens 304.14
Interior surfaces 305.3
Locks 304.15, 702.3
Maintenance 304.13, 304.15
Weather tight. 304.13
Window and door frames 304.13

DORMITORY (ROOMING HOUSE, HOTEL, MOTEL)
Locked doors 702.3
Privacy 503.1, 503.2

DRAIN, DRAINAGE
Basement hatchways 304.16
Plumbing connections 506
Storm drainage 507

DUCT
Exhaust duct 304.9

DUST
Process ventilation 403.4

DWELLING
Cleanliness 305.1, 307.1
Definition 202
Electrical ' 604.1
Heating facilities 602
Required facilities 502

E
EASEMENT

Definition 202

EGRESS
Aisles 702.2
Emergency escape 702.4
General 702.1
Lighting " 402.2
Locked doors 702.3
Obstructions prohibited 702.1
Stairs, porches and

railings 304.10, 305.4, 305.5, 306.1
ELECTRIC, ELECTRICAL

Condemnation 108.1
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INDEX

Facilities required 604.1
General 601.1
Hazards 604.3
Installation 605.1
Luminaires 605.3
Receptacles 604.3, 605.2
Responsibility 601.2
Service 604.2

ELEVATOR
Condemnation 108.1
General 606.1
Maintenance 606.1 , 606.2

EMERGENCY
Emergency measures 109
Emergency orders 109.1
Escape 702.4

ENFORCEMENT
Duties and powers 104
Scope 101.2

EQUIPMENT
Alternative 105.2
Combustion air 603.5
Condemnation 108.1.2, 108.3
Electrical installation 605.1
Emergency order 109.1
Energy conservation devices 603.6
Fire safety requirements, responsibility 701.2
Flue " 603.2
Installation 603.1
Interior structure 305.1
Placarding 108.3, 108.4
Prohibited occupancy 108.5
Responsibility 601.2
Safety controls 603.4
Scope 101.2
Scope, mechanical and electrical 601.1
Unsafe ' 108
Used 105.4

EXHAUST
Clothes dryer 403.5
Exhaust ducts 304.9
Process ventilation 403.4

EXISTING
Remedies 102.4
Scope 101.2
Structural members 304.4
Structures 101.3

EXTERIOR
Decorative features 304.8
Egress 702.1
Exterior structure 304
Exterior walls 304.6
Painting 304.2, 304.6
Rodent harborage 302.5, 304.5
Sanitation 304.1
Scope 301.1
Stair. 304.10
Street numbers 304.3
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Weather tight. ;' 304.13
EXTERMINATE

Definition 202
Insect and rodent control 302.5, 304.5, 304.14
Responsibility of owner 301.2, 306.2
Responsibility of tenant-occupant 306.3, 306.5

F
FAN

Exhaust vents 302.6
FEES, EXPENSES, COST

Closing vacant structures 108.2
Demolition ; 110.1, 110.3, 110.4
Extermination 308.2, 308.3, 308.4, 308.5
General 103.5
Relief from personal liability 103.4
Responsibility, fire safety 701.2

FENCE
Accessory 302.7
Maintenance ' 304.2

FIRE
Fire-resistance ratings ' 703.1
General, fire-protection systems 704
Responsibility, fire safety 701.2
Scope 101.2
Scope, fire safety ' 701.1
Smoke alarms 704.2

FLAMMABLE LIQUID
Containers ' 108.1.2

FLOOR, FLOORING
Area for bedrooms and living rooms " 404.4.1
Fire-resistance ratings ' 703.1
Interior surfaces 305.1,305.3
Space requirements 404.4.1, 404.6

FOOD PREPARATION
Cooking equipment 403.3, 602.2
Sanitary condition 305.1, 404.7
Ventilation 403.4

FOUNDATION
Condemnation : 108.1 .1
Foundation walls , .. 304.5

FRAME
Window and door frames 304.13

G
GAS

Energy conservation devices , 603.6
Exhaust vents , 302.6
Process ventilation ' 403.4

GLAZING
Materials 304.13.1

GRADE
Drainage 302.2, 507

GUARD
Basement windows 304.17
Definition 202
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Anchorage and maintenance : 304.12

H
HABITABLE

Definition 202
Light : ; 402
Minimum ceiling height 404.3
Minimum room width 404.2
Required plumbing facilities 502
Residential heating facilities 602.2, 602.3
Space requirements 404.4.1
Ventilation 403

HANDRAIL
Handrails: 304.12, 305.5, 306.1

HARDWARE
Door hardware 304.15, 702.3
Openable windows 304.13.2

HAZARDOUS (See DANGEROUS, HAZARDOUS)
HEAT, HEATING

Cooking equipment 403.3, 602.2
Energy conservation devices 603.6
Fireplaces 603.1
Heating , 603.1
Mechanical equipment 603.1
Required capabilities 602
Residential heating 602.2, 602.3
Scope , ·101.2
Supply , .....••. ,602.3
Water heating facilities 505.4
Water sys,tem 505

HOUSEKEEPING UNIT
Definition, 202

HEIGHT
Minimum ceiling height '.' 404.3

HOT (See HEAT, HEATING)
HOTELS, ROOMING HOUSES AND DORMITORY

.UNITS, MOTELS
Definition ' 202
Locked doors 702.3
Required facilities 502
Toilet rooms 503

IDENTIFICATION
Code official ': .. 104.5

INFESTATION
Condemnation , , 108.1.3
Definition 202
Insect and rodent 302.5, 304.14, 308.1

INSECTS
Extermination 308
Infestation 308.1
Insect scr~ens 304.14

INSPECTIONS
General 104.3
Right of entry 104.4
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INSPECTOR
Identification 104.5
Inspections 104.3
Records 104.7

INTENT
Code 101.3
Rule-making authority ~ 104.2

INTERIOR
Interior structure 305
Interior surfaces - 305.3
Means of egress 702 .
Sanitation 305.1

J
JURISDICTION

Title 101.1

K
KITCHEN

Electrical outlets required 605.2
Minimum width 404.2
Prohibited use 404.4.4
Room lighting 605.3
Water heating facilities 505.4

L
LANDING

Handrails and guards ..... 304.12, 305.4,.305.5,
306.1

Maintenance ; 304.10, 305.4
LAUNDRY

Room lighting 605.3
Water heating facilities '.' 505.4

LAVATORY
Hotels 502.3
Required facilities . ; . ; 502
Rooming houses 502.2
Sanitary drainage system 506
Water heating facilities 505.4
Water system 505

LEASE (SELL, RENT)
Heatsupplied ~ 602.3
Salvage materials 110.4
Transfer of ownership 107.5

LIEN
Closing of vacant structures 108.2
Demolition ; ' 110.3
Failure to comply 110.3

LIGHT, LIGHTING
Common halls and stairways 402.2, 605.3
Luminaires 605.3
General 402
Habitable rooms 402.1
Otherspaces 402.3
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Responsibility 401.2
Scope 101.2
Toilet rooms 605.3

LIVING ROOM
Room area 404.4.1

LOAD, LOADING
Elevators, escalators and dumbwaiters .... 606.1
Handrails and guards 304.12, 305.5
Live load ' ; .. 304.4, 305.2
Stairs and porches 304.10, 305.2
Structural members 304.4,305.2

M
MAINTENANCE

Required 102.2
MATERIAL

Alternative 105.2
Salvage 110.4
Used 105.4

MEANS OF EGRESS (See EGRESS)
MECHANICAL

Installation 603.1
Responsibility 601.2
Scope 601.1
Ventilation, general 403
Ventilation, toilet rooms 403.2

MINIMUM
Ceiling height 404.3
Room width : 404.2

. Scope . . . . . . . . . . . . . . . . . . . . . . . . . . 301 .1
MODIFICATION

Approval : 105.1
MOTEL (See HOTELS)
MOTOR VEHICLES

Inoperative. ; 302.8
. Painting 302.8

N
NATURAL

Lighting 401.3, 402
Ventilation 401.3,403

NOTICE
Appeal. . . . . . . . . . . . ; . . . . . . . . . . . . 111.1
Form 107.2
Method of service : 107.3
Orders 107
Owner, responsible person .. ; 107.1
Penalties. . . . . . . . . . . . . . . . . . . . . . . . . . . . 107.4
Placarding of structure 108.4
Transfer of ownership 107.5
Vacating structure 108.2

NOXIOUS
Process ventilation 403.4
Weeds 302.4
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NUISANCE
Closing of vacant structures 108.2

o
OBSTRUCTION

Light 402.1
Right of entry 104.4

OCCUPANCY (See USE)
'OPENABLE

Definition 202
Habitable rooms 403.1
Locked doors 702.3
Windows 304.13.2

OPERATOR
Definition 202

ORDER (See NOTICE)
ORDINANCE, RULE

Applicability 102
Application for appeal 111 .1

OUTLET
Electrical ; 605.2

OWNER
Closing of vacant structures 108.2
Definition 202
Demolition 110
Extermination 308.2
Failure to comply 110.3
Insect and rodent control 302.5, 308.2, 308.4
Notice 107.1, 108.3
Placarding of structure 108.4
Responsibility 301.2
Responsibility, fire safety 701.2
Responsibility, light, ventilation 401.2
Responsibility, mechanical and electrical 601.2
Responsibility, plumbing facilities 501.2
Right of entry 104.4
Rubbish storage 307.2.1
Scope 101.2
Transfer of ownership 107.5

p

PASSAGEWAY
Common hall and stairway 402.2
Interior surfaces 305.3
Toilet rooms, direct access 503.1

PENALTY
Notices and orders . . . . . . . . . . . . . 107.4
Placarding of structure 108.4
Prohibited occupancy ' 108.5
Removal of placard 108.4.1
Scope 101.2
Violations 106.4

PEST (VERMIN)
Condemnation 108.1
Extermination 308.1
Insect and rat control 302.5, 304.14, 308.1
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PLACARD, POST
Closing 108.2
Condemnation 108.1
Demolition 110
Emergency, notice 109.1
Notice to :owner 107.1, 108.3
Placarding of structure 108.4
Prohibited use 108.5
Removal 108.4.1

PLUMBING
Access 504.2
Clean and sanitary , 504.1
Connections 505.1
Contamination 505.2
Employee's facilities 503.3
Fixtures 504.1
Required facilities 502
Responsibility 501.2
Sanitary drainage system 506
Scope .. ' 501.1
Storm dr~inage 507
Supply .. ' 505.3
Water he~ting facilities 505.4

PORCH :
Handrail~ 306.1
Structura,lIy sound 304.10

PORTABLE (TEMPORARY)
Cooking ¢quipment. 603.1

PRESSURE
Water supply 505.3

PRIVATE, PRIVACY
Bathtub or shower 503.1
Occupancy limitations 404.1
Required plumbing facilities 502
Sewage system 506.1
Water clqset and lavatory 503.1
Water system 505.1

PROPERTY, PREMISES
Cleanliness 304.1, 307.1
Condemnation 108
Definition 202
Demolition 110
Emergency measures 109
Exterior areas 302
Extermination, multiple occupancy .. 302.5, 308.4
Extermination, single occupancy 302.5, 308.3
Failure to comply 110.3
Grading and drainage 302.2
Responsibility 301.2
Scope 301.1
Storm drainage 507
Vacant s~ructures and land 301.3

PROTECTION
Basement windows 304.17
Fire-protection systems 704
Signs, marquees and awnings ; 304.9

PUBLIC
Cleanliness 304.1, 305.1
Egress ..: 702.1
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Hallway 502.3
Sewage system 506.1
Toilet rooms 503
Vacant structures and land 301.3
Water system 505

PUBLIC WAY
Definition 202

R
RAIN

Basement hatchways 304.16
Exterior walls 304.6
Grading and drainage 303.2
Roofs 304.7
Window and door frames 304.13

RECORD
Official records 104.7

REHABILITATION
Intent. 101.3

REPAIR
Application of other codes 102.3
Chimneys 304.11
Demolition 110.1
Exterior surfaces 304.1
Maintenance 102.2
Public areas 302.3
Signs, marquees and awnings 304.9
Stairs and porches 304.10
Weather tight. 304.13
Workmanship 102.5

REPORTS
Test reports 105.3.2

RESIDENTIAL
Extermination 308
Residential heating 602.2
Scope 101.2

RESPONSIBILITY
Extermination 308
Fire safety 701.2
Garbage disposal 307.3
General 301.2
Mechanical and electrical 601.2
Persons 301.1
Placarding of structure 108.4
Plumbing facilities 501.2
Rubbish storage 307.2.1
Scope 101.2,301.1

REVOKE, REMOVE
Demolition 110
Existing remedies 102.4
Process ventilation 403.4
Removal of placard 108.4.1
Rubbish removal 307.2.1

RIGHT OF ENTRY
Duties and powers of code official 104.4
Inspections 104.3
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RODENTS
Basement hatchways ' 304.16
Condemnation 108
Exterior surfaces 304.6
Extermination 302.5,308
Guards for basement windows 304.17
Harborage 302.5
Insect and rodent control 308.1

ROOF
Exterior structure 304.1
Roofs 304.7
Storm drainage 507

ROOM
Bedroom and living room 404.4
Cooking facilities 403.3
Direct access : 503.2
Habitable 402.1
Heating facilities 602
Light 402
Minimum ceiling heights 404.3
Minimum width 404.2
Overcrowding 404.5
Prohibited use 404.4.4
Temperature 602.5
Toilet. 503
Ventilation . . . . . . . . . . . . . . . . . . . . . . . . . . .. 403

ROOMING HOUSES (See DORMITORY)
RUBBISH

Accumulation 307.1
Definition 202
Disposal 307.2
Garbage facilities '.' 307.3.1
Rubbish storage 307.2.1
Storage 307.2.1

s
SAFETY, SAFE

Chimney 304.11
Condemnation 108.1
Electrical installation 605.1
Emergency measures 109
Fire safety requirements 701
Fireplaces 603.1
Intent. 101.3
Safety controls 603.4
Scope 101.2
Unsafe structures and equipment 108

SANITARY
Bathroom and kitchen floors 305.3
Cleanliness 304.1, 305.1
Disposal of garbage 307.3
Disposal of rubbish 307.2
Exterior property areas 302.1
Exterior structure 304.1
Food preparation 404.7
Furnished by occupant. 302.1
Interior surfaces 305.3
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Plumbing fixtures 504.1
Required plumbing facilities 502
Scope ' 101 .2

SASH
Window 304.13

SCREENS
Insect screens 304.14

SECURITY
Basement hatchways 304.18.3
Building 304.18
Doors 304.18.1
Vacant structures and land ' 301.3
Windows 304.18.2

SELF-CLOSING SCREEN DOORS
Insect screens 304.14

SEPARATION
Fire-resistance ratings 703
Privacy 404.1
Separation of units 404.1
Water closet and lavatory 502.1

SERVICE
Electrical 604.2
Method 107.3
Notices and orders 107.1, 108.3
Service on occupant 108.3

SEWER
General 506.1
Maintenance 506.2

SHOWER
Bathtub or shower ; 502.1
Rooming houses 502.2
Water heating facilities 505.4
Water system 505

SIGN
Signs, marquees and awnings 304.9

SINGLE-FAMILY DWELLING
Extermination 308

SINK
Kitchen sink 502.1
Sewage system 506
Water supply 505.3

SIZE.
Habitable room, light 402
Habitable room, ventilation 403
Room area 404.4.1

SMOKE
Alarms 704.2
Interconnection 704.4

. Power source 704.3

SPACE
General, light 402

. General, ventilation 403
Occupancy limitations 404
Privacy 404.1
Scope 401.1

STACK
Chimneys 304.11

30

STAIRS
Common halls and stairways, light 402.2
Exit facilities 305.4
Handrails 304.12, 305.5
Luminaires ' 605.3
Public areas 302.3
Stairs and porches 304.10

STANDARD
Referenc~d 102.7

STORAGE ,
Food preparation 404.7
Garbage :storage facilities 307.3
Rubbish storage facilities 307.2.1
Sanitation 307.1

,

STRUCTURE,
Accessor,y structures 302.7
Closing o:f vacant structures 108.2
Definition 202
Emergency measures 109
General, 'exterior 304.1
General, condemnation 110
General, ,interior structure 305.1
Placarding of structure 108.4
Scope .. ' 301.1
Structural members 304.4, 305.2
Vacant structures and land 301.3

SUPPLY
CombustIon air 603.5
Connections 505.1
Water heating facilities 505.4
Water supply 505.3
Water sY$tem 505

SURFACE
Exterior surfaces 304.2, 304.6
Interior surfaces 305.3

SWIMMING :
Swimming pools 303.1, 303.2
Safety co;vers 303.2

T

TEMPERATURE
Nonresidential structures 602.4
Residential buildings 602.2
Water hep.ting facilities 505.4

TENANT
Scope 101.2

TEST, TESTIN'G
Agency 105.3.2
Methods ~ 105.3.1
Reports 105.3.3
Required 105.3

TOXIC
Process ventilation 403.4

TRASH
Rubbish and garbage 307
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UNOBSTRUCTED

Access to public way 702.1
General, egress 702.1

UNSAFE
Equipment 108.1.2
Existing remedies 102.4
General, condemnation 108, 110
General, demolition 110
Notices and orders 107, 108.3
Structure 108.1.1

USE
Application of other codes 102.3
General, demolition 110

v
VACANT

Closing of vacant structures 108.2
Emergency measure 109
Method of service 107.3, 108.3
Notice to owner or to person

responsible 107, 108.3
Placarding of structure 108.4
Vacant structures and land 301.3

VAPOR
Exhaust vents 302.6
Process ventilation 403.4

VEHICLES
Inoperative 302.8
Painting 302.8

VENT
Connections 504.3
Exhaust vents 302.6
Flue 603.2

VENTILATION
Clothes dryer exhaust 403.5
Combustion air 603.5
Definition 202
General, ventilation 403
Habitable rooms 403.1
Process ventilation 403.4
Recirculation 403.2, 403.4
Toilet rooms 403.2

VERMIN
Condemnation 108
Insect and rat control ' 302.5,308

VIOLATION
Condemnation 108
General 106
Notice 107, 108.3
Penalty 106.4
Placarding of structure 108.4
Prosecution 106.3
Strict liability offense 106.3, 202
Transfer of ownership 107.5
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w
WALK

Sidewalks 302.3
WALL

Accessory structures 302.7
Exterior surfaces 304.2, 304.6
Exterior walls 304.6
Foundation walls 304.5
General, fire-resistance rating 703.1
Interior surfaces 305.3
Outlets required 605.2
Temperature measurement 602.5

WASTE
Disposal of garbage 307.3
Disposal of rubbish 307.2
Dwelling units 502.1
Garbage storage facilities 307.3.1

WATER
Basement hatchways 304.16
Connections 506.1
Contamination 505.2
General, sewage 506
General, storm drainage 507
General, water system 505
Heating 505.4
Hotels 502.3
Kitchen sink 502.1
Required facilities 502
Rooming houses 502.2
Supply 505.3
System 505
Toilet rooms 503
Water heating facilities 505.4

WEATHER, CLIMATE
Heating facilities 602
Rule-making authority 104.2

WEATHERSTRIP
Window and door frames 304.13

WEEDS
Noxious weeds 302.4

WIDTH
Minimum room width 404.2

WIND
Weather tight. 304.13
Window and door frames 304.13

WINDOW
Emergency escape 702.4
Glazing 304.13.1
Guards for basement windows 304.17
Habitable rooms 402.1
Insect screens 304.14
Interior surface 305.3
Light ' 402
Openable windows 304.13.2
Toilet rooms 403.2
Ventilation 403
Weather tight. 304.13
Window and door frames 304.13
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WORKER
Employee facilities 503.3, 602.4

WORKMANSHIP
General , .. 102.5
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EDITORIAL CHANGES - THIRD PRINTING

Page 21, ASME line 1 now reads ... A17.1-2004 ... - 2005 Addenda and A17.15 Supplement 2005
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MEMBERSHIP CATEGORIES AND DUES*- ANNUAL MEMBERSHIP
Special membership structures are also available for Educational Institutions and Federal Agencies.
For more information, please visit www.iccsafe.org/membership or call J-888-ICC-SAFE (422-7233), x33804.

Membership Application
This form may be photocopied

Please refer to Tracking Number
66-05-274 when applying.

GOVERNMENTAL MEMBER**
Government/Municipality (including agencies, departments or units) engaged in administration, formulation or
enforcement of laws, regulations or ordinances relating to public health, safety and welfare. Annual member dues
(by population) are shown below. Please verify the current ICC membership status of your employer prior to applying.

INTERNATIONAL
CODE COUNCIJ.®

People Helping People
Build a Safer World™

o Up to 50,000 $100 050,001-150,000 $180 0150,001 + $280

**A Governmental Member may designate 4 to 12 voting representatives (based on population) who are employees or officials of that
governmental member and are actively engaged on a full- or part-time basis in the administration, formulation or enforcement of laws,
regulations or ordinances relating to public health, safety and welfare. Number of representatives is based on population. All dues for
representatives have been included in the annual member dues payment. Please call 1-888-ICC-SAFE (422-7233), x33804 for
information about how to designate your voting representatives.

o CORPORATE MEMBERS ($300)

INDIVIDUAL MEMBERS
o PROFESSIONAL ($150)

o COOPERATING ($150)

o CERTIFIED ($75)

o ASSOCIATE ($35)

o STUDENT ($25)

o RETIRED ($20)

An association, society, testing laboratory, manufacturer, company or corporation

A design professional duly licensed or registered by any state or other recognized governmental agency

An individual who is interested in International Code Council purposes and objectives and would
like to take advantage of membership benefits

An individual who holds a current Legacy or International Code Council certification

An employee of a current ICC Governmental Member

An individual who is enrolled in classes or a course of study including at least 12 hours of
classroom instruction per week

A former governmental representative, corporate or individual member who has retired

. New Governmental and Corporate Members will receive a free package of 7 code books. New Individual Members will receive one free code book. Upon
receipt of your completed application and payment, you will be contacted by an ICC Member Services Representative regarding your free code
package or code book. For more information, please visit www.iccsafe.org/membership or call l-888-ICC-SAFE (422-7233), x33804.

Please print clearly or type information below:

Name

Name of Jurisdiction, Association, Institute or Company, etc.

Title

Billing Address

City

Street Address for Shipping

City

E-mail

Telephone

Payment Information:

State

State

Tax Exempt Number (If applicable, must attach copy of tax exempt license if claiming an exemption)

Zip+4

Zip+4

VISA, MC, AMEX or DISCOVER Account Number

Return this application to:
International Code Council
Attn: Membership
5360 Workman Mill Road
Whittier, CA 90601-2298

Exp. Date

Toll Free: 1-888-ICC-SAFE (1-888-422-7233), x33804

FAX: (562) 692-6031 (Los Angeles District Office)
Or, apply online at www.iccsafe.org/membership.
Please refer to Tracking Number 66-05-274 when applying.

If you have any questions about membership in the International Code Council,
call 1-888-ICC-SAFE (1-888-422-7233), x33804 and request a Member Services Representative.

*Membership categories and dues subject to change.
Please visit www.iccsafe.org/membership for the most current information.
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